

| Date |  |
| :--- | :--- |
| Project |  |
| Engineer |  |
| Mechanical <br> Contractor |  |

## Specifications:

$1 / 2$ inch to 15 -inch diameter cast iron soil pipe and fittings for above and below grade soil, waste, vent lines, rainwater conductors and storm drainage lines are manufactured in Canada and certified to CSA B70.

Made from $98 \%$ recycled scrap iron and is $\mathbf{1 0 0 \%}$ recyclable


PIPE \& FITTINGS DIMENSIONS

| SIZE | $11 / 2$ in. | 2 in. | 3 in. | 4 in. | 5 in. | 6 in. | 8 in. | 10 in. | 12 in. | 15 in. |
| :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- |
|  | 38 mm | 50 mm | 75 mm | 100 mm | 125 mm | 150 mm | 200 mm | 250 mm | 300 mm | 375 mm |
| J. min | 46 | 57 | 83 | 109 | 135 | 160 | 213 | 267 | 318 | 397 |
| J. max | 50 | 62 | 87.5 | 114 | 139 | 166 | 219 | 271 | 322 | 402 |
| T. min | 3 | 3 | 3.3 | 3.8 | 3.8 | 3.8 | 4.3 | 5.6 | 5.6 | 7.6 |



For a complete offering of Pipe $\&$ Fittings, size and/or dimensions please refer to our catalogue or website.


