
AUTHORIZATION TO MARK

This authorizes the application of the Certification Mark(s) shown below to the models described in the Product(s) Covered section 
when made in accordance with the conditions set forth in the Certification Agreement and Listing Report(s). This authorization also 
applies to the Multiple Listee model(s) identified on the correlation page of the Listing Report. This document is the property of 
Intertek Testing Services and is not transferable. The Certification Mark(s) may be applied only at the location of the Party 
Authorized to Apply Mark.  

Applicant: Bibby Ste-Croix Foundries 
6200 rue Principale 
Sainte-Croix de-Lobinier QC G0S 2H0  

Country: Canada 

Contact: William Hoffman 

Phone: 418-926-3262

Fax: 418-926-2561

Email: bill.hoffman@tylerpipe.com

Party Authorized to Apply Mark: See following page(s)

Evaluation Center: Intertek (Coquitlam)

 
Control/Client Number: 238150

This document supersedes all previous Authorizations to Mark for the noted Report Number. 

This Authorization to Mark is for the exclusive use of Intertek's Client and is provided pursuant to the Certification agreement between Intertek and its Client. Intertek's responsibility and liability 
are limited to the terms and conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage 
occasioned by the use of this Authorization to Mark. Only the Client is authorized to permit copying or distribution of this Authorization to Mark and then only in its entirety. Use of Intertek’s 
Certification mark is restricted to the conditions laid out in the agreement and in this Authorization to Mark. Any further use of the Intertek name for the sale or advertisement of the tested material, 
product or service must first be approved in writing by Intertek. Initial Factory Assessments and Follow up Services are for the purpose of assuring appropriate usage of the Certification mark in 
accordance with the agreement, they are not for the purposes of production quality control and do not relieve the Client of their obligations in this respect. 

Testing Standard{s}: CAN / ULC S102.2 (2010)

Product: Bibby Ste Croix 1-1/2" to 15" Pipe Couplings

ATM for Report 100486404COQ; 101061413COQ; 
101564881COQ 

ATM Issue Date: 05/23/2014 
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Listing Section(s): BUILDING MATERIALS WITH SURFACE BURNING 
CHARACTERISTICS 
 

Description:
This Listing Report describes the following two products: 
  

Bibby Sainte Croix - Tyler Pipe Couplings 
Bibby Sainte Croix - Husky SD4000 Super Duty Pipe Couplings 
  

The products are Mechanical Joint (MJ) Couplings with neoprene gasket, stainless steel shield, and clamp 
bands.  The products are certified in sizes of 1-1/2" to 15" nominal diameter. 

RATINGS  

Bibby Sainte Croix 1-1/2" to 15" diameter Tyler and Husky SD4000 Super Duty Pipe Couplings have 
achieved the following Flame Spread Index (FSI) and Smoke Developed Index (SDI) in accordance with 
CAN/ULC S102.2-10: 

  

FSI 0 
SDI 10 
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Party(s) Authorized by 
Manufacturer To Apply Mark:
None

Party(s) Authorized by Other Parties To Apply 
Mark:
None
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